HAWSE PIPES

Worldcruiser has had heavy cast bronze hawse pipes to replace the original spun brass ones used on most of the Westsails.  After a number of years, the spun brass ones crack out due to age and start to leak or cut the ropes passing through them.  Unfortunately, my source on them has closed down, however I am looking for a new source.
The cast bronze sets consist of a pair of castings, one with a long spigot and the other with a short spigot.  A piece of hose is supplied to cover over the joint and, if caulked in place, will form a watertight seal.  It is usually necessary to cut or grind off a little bit of the longer spigot to get the flanges of the hawse pipes to fit tight to the bulwarks.

In some cases, we have found the width of the bulwark to be greater than standard, and the two spigots will not come together.  In this event, we can exchange the short side spigot for another long side spigot, giving you a set with two long spigots, which allows enough extra length for cutting.

To install these cast bronze hawse pipes, first fit and trim them to come together tight against the bulwarks.  You may also need to trim some of the flange  to get a tight fit.  If you find the old hole is cut a little too large to be able to install the screws in the flange, you can use some epoxy putty to reduce the size of the hole.  One trick that works is to get a cardboard tube of the correct outside diameter, and use it as a form and pack the putty around the outside of the tube with a putty knife to fill the gap.  Wrap the tube with thin plastic sheet to be able to easily remove it after the epoxy putty has hardened.  After the putty hardens, remove the tube, trim the hole as necessary, and install the hawse pipes.

Fit them in place and drill pilot holes for the self tapping screws on the flange.  Caulk and install one half.  Caulk and push on the hose from the open side, then push in the other half and screw it in place.  This should form a watertight seal that will last the life of the boat.

There are no replacement bronze tubes for the 2" scupper tube deck drains, however we do have fiberglass tubes that will replace the cracked brass scupper deck drains.

Set of cast bronze hawse pipe with hose and screws, and cardboard tube ---------- not available now

2" dia. fiberglass tube for 4 scupper tube deck drains ---------------------------------------------     32.00
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