GENOA TRACK

1-1/4" black anodized genoa track is available to install on top of the caprail.  It is an extruded T-track, with built in riser.  It has 5/16" diameter countersunk holes every 4" for installation, and 3/8" holes between them for the stop pin on the track block.  Black nylon end stops are available, as well as ball bearing track blocks for the genoa.  A 7’-6” piece is as long as can be economically shipped by Fed Ex, and will work fine on the Westsail 32 or 28.

The track can be installed by drilling and tapping the fiberglass top of the bulwark through the caprail, and using flat head bolts to hold the track.  If it possible to install backup washers and nuts on some of the bolts, then that will doubly secure the track.  If not, threading each bolt into the fiberglass will hold the track.  All of the holes should be drilled and tapped first, then the track removed and all debris cleaned up before installing permanently with caulking.

To install the genoa track, it takes two people, and a drill motor with 1/4" drill bit, a slow turning reversible drill motor with 5/16"-18 tap, and a screwgun with driver bit to fit the screw slot.  Start at the aft end, and drill the first hole in the center of the caprail, about 8" ahead of the winch on the bulwark.  Tap the hole with the 5/16" tap, being careful not to strip out the fiber​glass when you cut the threads.  Install the first bolt just snug, with the track extending out over the bulwark.  Align the second hole in the center of the caprail, and drill and tap that hole, and install a bolt.  Next, push the end of the track inboard to align the next hole in the center of the caprail, drill and tap that hole, and install a bolt.  Continue pushing the track in, and installing bolts in each hole until all are drilled and tapped.  Next remove all of the bolts, clean off the caprail and the track of all drilling debris, and prepare to caulk and permanently install the track.  Use a polyurethane or polysulphide caulking, and liberally put caulking around each bolt hole on the caprail.  Begin at the aft end and start the end bolt.  Put some caulking in the countersink under the head of the bolt, then run the bolt down almost all the way.  Continue installing each bolt, with caulking in the countersink under each bolthead until all bolts are in place.  Now go back and tighten each bolt down snug.  If you can reach the underside of the bolts, install a backup washer and nut on all that can be reached.
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Track kit consisting of (2) 1-1/4" x 7’-6” black anodized T-tracks, (4) nylon track ends,

  (46) 5/16" x 2” bolts, screws for track ends -------------------------------------------------   $  295.00

Specify if you want any nuts and washers for thru bolting

Standup ball bearing blocks with slide and spring stop - (2) ----------------------------------   140.00

Low Profile wide ball bearing blocks with aluminum slides and spring stop - (2) ---------   160.00

Track only - 1-1/4" black anodized aluminum -------------------------------- per foot --------    16.00
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