BOOM GALLOWS

Boom gallows frames are available for all of the Westsail boats, made to the original Westsail drawings, and to some new designs that have been done.

The most popular boom gallows frame was of 1" OD stainless steel tubing, with ears welded to the top rail to hold a teak bar, and a brace fore and aft on each leg, with round base plates.  On the W-32 the legs sit on the caprail, and on the W-42 and W-43 they sit on the cabin top. The 1-3/4" thick teak bar drops into the pocket formed by the welded ears, and 1/4" bolts hold it in place.  Loops are welded on the frame to attach lifelines on the W-28 and W-32 versions.  I have also had extra tabs welded on to hold a teak bar to attach a lifering or outboard motor.  This type of gallows frame is also available made with 1-1/4" OD stainless steel tubing, which proves to be much more rigid.

An alternative design on the early W-32 had an 1-1/4" pipe stanchion bolted to the bulwark as the aft lifeline stanchion, and a removable 1" pipe dropped in and pinned in place.  This pipe has a U-shaped pocket on top to hold the teak bar.  This permits removal of the gallows, yet the gate stanchions remain in place.

Alternative designs for the W-42 and W-43 are also available.  These use an  1-1/2" pipe as the upright, with the base pads on the cabin top.  Depending on the desired aesthetic look you want, the gallows metal can be of the traditional design with curved bronze end pieces to go over the teak bar, or stainless pipes that attach to the teak bar with the ends of the bar protruding.  With the bronze end pieces on the teak bar, we use cast bronze feet on the cabin top, and brass pipe as uprights.  The stainless steel version would have 8" square base plates welded to the upright pipes to mount on the top of the cabin.  There is a piece that attaches to the teak bar, and fits into the pipes.  This allows for fitting the gallows in place, and easy alignment.  Both versions are equally strong, and easily bolted to the cabin.  All necessary fasteners are supplied.  All versions come polished, and the stainless steel is also electropolished.

The boom gallows can be cut and sleeved to make for easier and less costly shipping.  The shipping of this gallows can be in two packages by Fed Ex ground, for about $85.00.

 If it is shipped in one piece, then it must go by truck freight because of the size.  Because of the danger of damaging the gallows in shipping, we must build a crate of square steel tubing to protect the pulpit.  Construction of this crate is about $100.00.  There is usually a minimum freight charge of about $190 from the shipping companies.

COSTS:

1" stainless steel tubing frame with pads ---------------------------------------------------------   $ 1115.00

1-1/4" stainless steel tubing frame with pads -----------------------------------------------------     1195.00

Additional tabs or loops welded on stainless steel version ---------------------------------------       20.00

1-3/4" teak bar cut and fitted for any version -------------------------------------------------------     inquire

Cut and sleeve boom gallows for easier shipping --------------------------------------------------       80.00

Construction of shipping crate for one piece shipping --------------------------------------------      100.00
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