STAINLESS STEEL BOX BOWSPRIT

As a replacement for the wooden bowsprit for a Westsail 28 or 32, I have  available a bowsprit made from stainless steel box section tubing, with tubes welded in place for the attachment bolts to fit through.  This bowsprit is made from tubing that is 4" square, with a .120" wall, with end plates welded on, and the eyeband welded to the end.  The bowsprit is electropolished after fabrication.

Since it is a direct replacement for the wooden bowsprit, you can use your existing platform, anchor rollers, staysail pedestal, and staysail eyebolt.  I have attached a drawing of the Westsail 28 or 32 bowsprit, with the locations of the bolts per the original specifications from Westsail.  Since most of the boats have slightly different locations of the mounting bolts, use the drawing and measure all of the marked locations from your boat.  Note the differences and changes on the drawing.  All dimensions are taken from the aft side of the eyeband.  If you have any other parts attached to the bowsprit, note their location, and size of the mounting bolts, and I will have tubes welded in place, or a reinforcement plate welded on that you can drill or tap to bolt on the fitting.

Tubes are welded through the bowsprit for all of the bolts.  I use 5/8" ID tubing for all of the 1/2" bolts, to allow for a little leeway in the installation, but you might have to ream out some of the holes in the wood to make the final fit.  Some of the W28's used 3/8" threaded rods to attach the platform, and I have increased these to 1/2" for rigidity.

Since anchor windlasses are different on most boats, we usually weld plates onto the bowsprit to fit the windlass.  On some the left side bolts are in the bowsprit, but we can tap the plates for the bolts.  The right side bolts are handled with holes through the plates that take a nut.  You will need accurate measurements of the location of the mounting holes for the windlass, and where it is located on the bowsprit.  We can also weld on stainless sampson to the bowsprit that do not go through the deck.
Remove the eyeband from your existing bowsprit, send it to me, and I will use it in making up this new bowsprit.  As an alternative, we can weld a tube on the end of the bowsprit, and you can slip your eyeband over it.  For the W28, I will also need the metal cap from the base of the bowsprit.  We can also make up a stainless angled box base to replace the wooden riser piece under the bowsprit.

New mounting bolts and 1/2" threaded rod for the platform, and nuts and washers are supplied with the new bowsprit.  The long mounting bolts will be hex head stainless steel instead of the original bronze carriage bolts used on the wooden bowsprit.  The threaded rod for the pedestal was 3/4" on most boats, and can be reused if it is not bent, or if you need a new piece, let me know the length.  If you do not have a pedestal, or have a design different from the 3/4" threaded rod, let me know.

Because of the length of the bowsprit, shipping will have to be by truck.  Shipping to the East Coast is usually about $ 195.00.

Stainless box bowsprit with bolts, threaded rod, washers, nuts ----------------------------  $ 1795.00

Pipe on end of bowsprit if you do not send me your eyeband to weld on -------------------     45.00

Angled box base if you do not want to use your wooden riser pieces -----------------------    175.00 

Stainless steel sampson posts welded onto bowsprit -------------------------------------------    250.00

½” x 6” SS staysail eyebolt with washer and nut -----------------------------------------------      55.00

Bowsprit stemfitting with reinforcing brace ------------------------------------------------------    95.00
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