REEFING KIT

For the leech end of the mainsail reefing, cheek blocks can be can be installed on one side of the main boom, and padeyes installed opposite side.  3/8" braided dacron line is spliced onto the padeyes, and the line runs up through the aft reefing ring on the sail, then down through the cheek block, and forward along the boom.  For the W32 the aft lower reef line should be 32' long, and the upper reef line should be 44' long.

Fairleads should be installed on the boom to contain the lines, and keep them from drooping and tangling.  A winch can be installed on the side of the boom near the front end to pull in the reefs, and cleats installed to hold the lines while freeing up the winch to pull in the other reef.

The clew blocks should be installed so that the reefing line assumes a 45 degree angle down and aft for the clews.  Locate the reefing winch on the boom at a convenient position, and mount the cam cleats, with locking cams facing away from the winch to handle the reefing lines, as they are used while freeing up the winch to pull in the next line.  Mount the cams and fairleads for the lower reef low on the boom, and for the upper reef high on the boom, so that the lines do not cross.  Or yuu can mount them on opposite sides of the boom,
To hold the reef on the luff of the sail, two 3/8" braided lines should be made up, with a padeye for the fixed end, and cleats attached to the mast to hold the other end of each reef line.  For the W32 the lower reef line should be 18’, and the upper reef line should be 30’.

SINGLE LINE REEFING

A single line reefing system can also be set up.  Mount a padeye and a cheek block opposite each other on the boom.  Use one pair for each reef point, near the forward end for the tack, and at a 45 degree angle down and aft for the clews.  Locate a reefing winch on the boom at a convenient position, and mount camcleats on either side of the winch, with the locking cams facing away from the winch.  The short line is for the lower reef, and it should be tied to the aft padeye, go up thru the lower reef clew, then back down thru the cheek block opposite the padeye.  The line then runs forward along the boom in fairleads, thru a camcleat, past the winch and thru another camcleat, then thru a cheek block, up thru the lower reef tack, then back down to the padeye opposite the cheek block, and tied off.  There should be only enough slack in the line to get a turn around the winch.

The long line is used for the upper reef, and is installed the same as the lower one, with the padeyes and cheek blocks in the appropriate positions.  The lower reef line should be 45’, and the upper 70’. 

To operate the single line reef, pull the clew line first, wrap it around the winch, then pull up the boom until the reef ring is close to the boom, and lock the line in the camcleat.  Free up the winch, and wrap the other end of the same line around the winch, loosen the halyard, and pull down the tack ring until it is close to the boom.  The second reef is taken in the same way as the first one.  With different colored lines, you should not have a problem figuring out what line does what function.

W28 clew reefing kit for main boom - cheek blocks. padeyes, 3/8” line, fairleads, cleats --   $ 165.00
W32 clew reefing kit for main boom - cheek blocks, padeyes, 3/8" line, fairleads, cleats ---  $ 195.00

W28 luff reefing kit - 3/8" lines, padeyes, cleats, ----------------------------------------------------     30.00

W32 luff reefing kit - 3/8" lines, padeyes, cleats, ----------------------------------------------------     60.00
W32 single line reefing – 3/8” lines, cheek blocks, camcleats, fairleads, padeyes --------------   330.00
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