MAINSHEET  HOOP  AND  FIDDLE  BLOCK

On the majority of the Westsail 32's, the mainsheet is controlled with blocks bolted to the boomkin.  As an alternative, Westsail did offer a track across the bridge deck, or a traveler on a frame across the cabin top ahead of the main hatch.

As another alternative to handle the mainsheet, I have available a hoop frame that can be bolted to the wooden boomkin, with a strap welded at the top in the center over the tiller.  A fiddle block with becket is used at this attachment point instead of the two single blocks normally used, with a camcleat built in to handle securing the mainsheet.  It is necessary to remove the existing blocks on the boomkin to mount this mainsheet hoop.

This hoop was originally designed to work in conjunction with a stern pulpit, however I have had some owners request this hoop arrangement without the stern pulpit.

For the Westsail 28, the mainsheet traveler was usually across the bridge deck, or sometimes on loops welded to the stainless pipe frame boomkin.  This hoop is also available to mount on the boomkin to carry the mainsheet block up over the tiller if you have the mainsheet arrangement on the end of the boom.  This hoop has saddles on all four feet to clamp or bolt onto the boomkin pipe.  You will need to grind off the welded loops if they are now holding the mainsheet blocks to the boomkin pipe if they interfere with locating the hoop and stern pulpit.  Check the drawing for the leg locations if you have any other hardware mounted on the boomkin, in the event there may be interference.

Westsail 32 mainsheet hoop for wood boomkin with backup plates and fasteners ------- $  550.00

Westsail 28 mainsheet hoop for pipe frame boomkin with welded saddles, 

  clamps, and fasteners ------------------------------------------------------------------------------   595.00

Fiddle block with becket and cam for mainsheet on hoop  --------------------------------------   92.00

Fiddle block for end of main boom ----------------------------------------------------------------    68.00
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For installation with existing pulpit -  Aft 18”  Forward 26”
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