BETA 38  FULL LINER INSTALLATION PROCEDURE IN WESTSAIL 32

1.  Remove cockpit floor.  Remove the old engine and mounts, engine electrical panel and all of the old engine wiring.  Leave the shift lever and cables and the last section of 1-7/8’ ID exhaust hose, if they are still in serviceable condition.

2.  The job is easiest done if the boat is hauled out.  Remove prop and key and pull out shaft.  Remove stuffing box and hose from the shaft log.  Remove two bolts holding shaft log to hull and pull off log.  Barrel sand out the hole in the stern so that the log fits in easily with some clearance all around.  Replace shaft bearing in shaft log housing.  Install new packing in stuffing box.

The installation can be done with the vessel in the water if the engine that was removed was a two cylinder Volvo, as the shaft coupling location should be correct.  You will need to remove the old Volvo shaft coupling, and install the new one on the existing shaft.  This installation can be accomplished by using additional riser blocks under the mounts to raise the engine up enough so that the transmission coupling will line up with the existing shaft coupling location.  It will require that the front mounts be raised 3” and the rear mounts raised 1-1/2”.

3. You must use the special Beta raised rear mounting brackets for this installation.  For full fiberglass engine room liner proceed as follows:

Punch out the old bolts holding the engine mounts.  Make up four 1/2" thick aluminum plates to fit each side of the engine mounting flats, shaped per the drawing.  These plates will bolt down to the liner with fender washers and locknuts underneath.  Set the plates in the correct location as shown in the drawing, and drill the mounting holes through the fiberglass pan.  Cut 1-5/8” dia. holes on sides of pan to gain access to the underside of the bolts that will hold the long plates down in place.  Bolt down the plates with 3/8"x3-1/2" hex bolts, with 1-1/2” fender washers and locknuts on the underside.

If you are installing a feathering prop, see the special instructions for the fore and aft engine location.

4.  The new shaft length should be 33", except for an installation with a Maxprop feathering prop.  The engine coupling location will be about 24-1/2” from the aft inside of the hull.  The front pulley on the engine will be about 4" aft of the engine room bulkhead.  The rest of the dimensions are shown on the attached drawing.  The front mounts will be 16-1/4" apart.  The rear mounts will be 19” apart, and 17-1/2" aft of the front mounts.  The engine coupling is 9" aft of the rear mount holes, and allow another 1-1/4” for the drivesaver.

5.  If you are not using the jig to locate the engine mount positions, then adjust the lower nuts on the aft flex mounts so that they are almost down to the bottom of the mount, and adjust the lower nuts of the forward flex mounts so that they are 2” above the top of the mount.  Put the mounts on the engine, and put standard hex nuts on just finger tight to hold the mounts in place.  Set engine on the bed, and adjust fore and aft location and center the engine.  Fit the coupling and shaft to the transmission temporarily with two bolts and nuts.  Adjust mounts so that the shaft comes out the center of the large hole in the stern where you have removed the log.  You may have to add ¾” and ½” spacer plates under the front mounts so the shaft will come out of the center of the hole in the stern.  The engine mounting brackets should not be above half-way on the threaded stud of the mount.  When the shaft is in the center of the hole, verify that the mount studs are straight up and not bent over, and mark the location of the tapped holes on the aluminum plates to bolt the mounts down.  
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