POLYETHYLENE HOLDING TANK

A B-102 13 gallon V shaped polyethylene holding tank is available to install on the centerline under the forward berth on any of the boats.  This fits in well, and a plywood top can be fitted over it to utilize the balance of the storage compartment.

A B-352 18 gallon poly tank is also available to fit under the port side of the forward berth of the Westsail 32, which is a location many of the W-32's have a holding tank.  This uses space that is usually not very accessible for any other purpose, and is close to the head outlet, utilizing very short hose runs.  A platform will have to be installed under the tank so that it is up near the bunktop.  Holes should be drilled through the bulkhead to run the hoses into the compartment behind the sink.  If this tank is mounted just under the bunktop, the bottom will be above the waterline.  The tank can be emptied by gravity and does not need a pump to empty it.  Install a quarter turn shutoff valve at the outlet of the tank instead of a pump.

To install the shelf, fasten 1” x 1” cleats on the bulkhead and the fore and aft divider.  These cleats should be about 13” below the bunktop, and installed with the forward end about 1” higher than the aft end, to allow the tank to drain.  Make a cardboard pattern of the shelf, with the outboard edge touching the hull.  Cut a ½” plywood shelf, and fasten to the cleats with screws.  The outboard edge will rest on the hullside.  You may also need to cut the opening in the bunktop slightly larger to get the tank through the opening.

Other sizes and shapes of poly holding tanks are available.  Contact me and I can send a catalog of available tank sizes.

The tanks come with threaded fittings installed in any location desired, and with 1-1/2" plastic barbs for the inlet and outlet, and ½” or 3/4" plastic elbow vent barb on top.  The inlet and outlet can also be on the top, and the outlet with a standpipe tube running down to the bottom of the tank.  Please specify if the locations shown on the drawing are satis​factory, or you want them in another location.

Specify the size of the vent hose.

The costs of the holding tanks and related parts are as follows:

13 gallon B-102 polyethylene V-bow tank with fittings installed --------------------------  $ 195.00

18 gallon B-352 polyethylene port tank with fittings installed -------------------------------   225.00

Standpipe on top for discharge of tank ----------------------------------------------------------      30.00

1-1/2" brass ball shutoff valve ---------------------------------------------------------------------     50.00

2 way plastic Y diverter valve - 1-1/2" hose size –Bosworth #95 ----------------------------     42.00

1-1/2" bronze deck fitting marked "WASTE" ---------------------------------------------------     30.00
Vent fitting with hose barb for 5/8" hose --------------------------------------------------------      35.00

1-1/2" plastic hand pumpout pump ----------------------------------------------------------------     45.00

1-1/2" plastic tee fittings -----------------------------------------------------------------------------      2.00

1-1/2" reinforced vinyl odor proof hose for system ---------------------------- per foot -------      3.50
½” or 3/4" plastic vent hose -------------------------------------------------------- per foot --------      .80

Stainless steel hose clamps ---------------------------------------------------------- each -----------    1.50
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