WESTSAIL 32  STAINLESS  STEEL  PIPE  BOWSPRIT

I have had a number of inquiries regarding the stainless steel tubular pipe frame bowsprit for the Westsail 32, so I thought I would describe how it is built, and let you know the costs.

The bowsprit consists of 1-1/4" ID pipe, which is 1-5/8" OD, that is bent around and has pads that bolt to the hull just below the rubrail, with backup washers inside the hull.  There are also two additional hull pads welded to the angle frame that bolt thru teak wedges near the bow.  There is a framework of 2" stainless angle across the bowsprit that supports the platform and the two large plastic anchor rollers with stainless steel tube bushings, and a welded ear for the headstay and bobstay connection.  The bowsprit sits lower than the wooden one, and the existing headstay needs lengthening.  Toggles are included to provide the needed length to have enough take-up in the turnbuckle.  A forestay chainplate is provided that fits the same holes as the existing plate.  All mounting bolts and backup washers are provided.  All stainless steel parts are either hand buffed and polished, or are electropolished in a chemical solution.

The pulpit fits into sockets welded to the bowsprit pipe, and is removable.  The pulpit is about twice the length of the original Westsail pulpit, and has an intermediate rail for added strength.  The lifelines will have to be shortened to fit the pulpit attachment points.  Plates are welded on for running light attachments.

The teak platform consists of 13/16" thick teak boards fitted and bolted to holes in the angle bracing.  The platform is at about the same level as the bow caprail.

The new bowsprit with its long pulpit gives a much better working area, and closes up the gap behind the existing pulpit and platform.  Without the wooden end of the bowsprit on deck, the bow area is much easier to work around.  There is no worry of rot, and a minimum of maintenance.

Drawings and instructions are available showing the installation, and I also have pictures of this bowsprit installed on other Westsail 32's.

Prices:

Stainless steel bowsprit frame, double rail pulpit, sockets welded to frame, 

   running light plates, 2 plastic anchor rollers, hull mounting pads, forestay

   chainplate, all fasteners, installation instructions -------------------------------------------  $ 5095.00

Teak platform strips cut, fitted, drilled, and bullnosed, and bolted to frame,

   with fasteners ----------------------------------------------------------------------- contact Westsail Parts
Terms: 50% deposit with order, balance COD plus shipping cost and tax in CA

            Approximate shipping cost to East Coast by truck is $ 250.00

            A crate must be built to ship the bowsprit, and that adds to the cost.
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